
RS01S Silicone Half Mask 

PRODUCT DESCRIPTION 

Light weight, simple silicone half mask. High quality mask at entry level price. 

APPLICATION 

RS01S can ONLY be used with STS CA series filters. Refer to filter selection guide later in 

this document.  The RS01S is designed for use to filter contaminant from the air where 

oxygen levels are >19.5%.   

KEY FEATURES 

Light weight Only 140g (without filter). 

Silicone facepiece Extra comfort supports longer usage times. 

Easy Breathing Low inhalation resistance. 

Convenience Drop down harness means no need to remove hardhat when 

dropping or lifting mask. 

 

TECHNICAL DATA  

Material Silicone rubber 

Sizes Small (S), Medium (M), Large (L) 

Connector “Twist lock” connector for use with STS CA series filter range.  

Weight Approx. 140g (without filters) 

Approvals EN140:1998, AS/NZS 1716 

   

 



PARTS LIST 

Product Name Item No. Packing Unit 

RS01S Complete Mask – Small STS40140 1pc / pack 

RS01S Complete Mask – Medium STS40141 1pc / pack 

RS01S Complete Mask – Large STS40142 1pc / pack 

Exhalation Valves STS50000 5pcs / pack 

Inhalation Valves STS50127 5pcs / pack 

Head Harness STS50363 5pc / pack 

Gaskets STS50418 10 pcs / pack 

 

COMPATIBLE FILTERS 

Type Product 

Name 

Pic. Dia 

(mm) 

Height 

(mm) 

Weight 

(g) 

Filter 

Type 

Colour 

Code 

Packing 

Units 

Item No. 

G
a
s 
F
il
te
rs
 

CA-A1 82 24 ≤ 55 A1  20 pcs / box STS40201 

CA-A2 82 34 ≤ 80 A2  20 pcs / box STS40202 

CA-K1 

 

82 34 ≤ 125 K1  20 pcs / box STS40204 

CA-ABEK1 

 

82 34 ≤ 100 A1, B1, 

E1, K1 

 

20 pcs / box STS40203 

CA-AX 82 44 ≤ 130 AX  10 pcs / box STS40225 

P
a
rt
ic
u
la
te
 F
il
te
rs
 

P2R 77 21 ≤ 22 P2R  20 pcs / box STS40301 

P3R 

 

77 21 ≤ 22 P3R  20 pcs / box STS40302 

P2RC*1 86 +14.4*2 ≤ 20 P2 NR  28 pcs / box STS41521 

P3RC*1 

 

86 +14.4*2 ≤ 22 P3 NR  28 pcs / box STS41522 

*1 P2RC and P3RC particulate filters can only be used when attached to a CA series gas filter and used as a combination filter. 

*2 “+” shows the additional height when P2RC or P3RC are attached to each CA series gas filter  

 

 


